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(4) From any phosphate rock grinder
any gases which:

(i) Contain particulate matter in ex-
cess of 0.006 kilogram per megagram of
phosphate rock feed (0.012 lb/ton), or

(ii) Exhibit greater than zero-percent
opacity.

(5) From any ground phosphate rock
handling and storage system any gases
which exhibit greater than zero-per-
cent opacity.

§ 60.403 Monitoring of emissions and
operations.

(a) Any owner or operator subject to
the provisions of this subpart shall in-
stall, calibrate, maintain, and operate
a continuous monitoring system, ex-
cept as provided in paragraphs (b) and
(c) of this section, to monitor and
record the opacity of the gases dis-
charged into the atmosphere from any
phosphate rock dryer, calciner, or
grinder. The span of this system shall
be set at 40-percent opacity.

(b) For ground phosphate rock stor-
age and handling systems, continuous
monitoring systems for measuring
opacity are not required.

(c) The owner or operator of any af-
fected phosphate rock facility using a
wet scrubbing emission control device
shall not be subject to the require-
ments in paragraph (a) of this section,
but shall install, calibrate, maintain,
and operate the following continuous
monitoring devices:

(1) A monitoring device for the con-
tinuous measurement of the pressure
loss of the gas stream through the
scrubber. The monitoring device must
be certified by the manufacturer to be
accurate within ±250 pascals (±1 inch
water) gauge pressure.

(2) A monitoring device for the con-
tinuous measurement of the scrubbing
liquid supply pressure to the control
device. The monitoring device must be
accurate within ±5 percent of design
scrubbing liquid supply pressure.

(d) For the purpose of conducting a
performance test under § 60.8, the
owner or operator of any phosphate
rock plant subject to the provisions of
this subpart shall install, calibrate,
maintain, and operate a device for
measuring the phosphate rock feed to
any affected dryer, calciner, or grinder.
The measuring device used must be ac-

curate to within ±5 percent of the mass
rate over its operating range.

(e) For the purpose of reports re-
quired under § 60.7(c), periods of excess
emissions that shall be reported are de-
fined as all 6-minute periods during
which the average opacity of the plume
from any phosphate rock dryer,
calciner, or grinder subject to para-
graph (a) of this section exceeds the ap-
plicable opacity limit.

(f) Any owner or operator subject to
the requirements under paragraph (c)
of this section shall report on a fre-
quency specified in § 60.7(c) all meas-
urement results that are less than 90
percent of the average levels main-
tained during the most recent perform-
ance test conducted under § 60.8 in
which the affected facility dem-
onstrated compliance with the stand-
ard under § 60.402.

[47 FR 16589, Apr. 16, 1982, as amended at 64
FR 7466, Feb. 12, 1999]

§ 60.404 Test methods and procedures.
(a) In conducting the performance

tests required in § 60.8, the owner or op-
erator shall use as reference methods
and procedures the test methods in ap-
pendix A of this part or other methods
and procedures as specified in this sec-
tion, except as provided for in § 60.8(b).

(b) The owner or operator shall deter-
mine compliance with the particulate
matter standards in § 60.402 as follows:

(1) The emission rate (E) of particu-
late matter shall be computed for each
run using the following equation:
E=(cs Qsd)/(P K)
where:
E=emission rate of particulate matter, kg/

Mg (lb/ton) of phosphate rock feed.
cs=concentration of particulate matter, g/

dscm (g/dscf).
Qsd=volumetric flow rate of effluent gas,

dscm/hr (dscf/hr).
P=phosphate rock feed rate, Mg/hr (ton/hr).
K=conversion factor, 1000 g/kg (453.6 g/lb).

(2) Method 5 shall be used to deter-
mine the particulate matter concentra-
tion (cs) and volumetric flow rate (Qsd)
of the effluent gas. The sampling time
and sample volume for each run shall
be at least 60 minutes and 0.85 dscm (30
dscf).

(3) The device of § 60.403(d) shall be
used to determine the phosphate rock
feed rate (P) for each run.
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